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FIXING  CONTENTS
組配件內容
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牙管

B. Thread Tube
 

A. Spout
出水口

E. Handle x2

                 
把手 切換器

F. Diverter

2

D. Valve x2
閥體

G. Diverter 
    Handle
          切換器把手

不鏽鋼軟管
H. Braided Hose x5

Recommended Size of Repairing Space.
維修孔箱建議最小尺寸如圖示

CAUTION : Prevent The Risk Of Product Damage.

a./ Turn on angle stops (water supplies) and run for 1 minute before connect supply hose (flexible hose) to faucet 
body. or b./

b./ Tightly connect faucet and angle stops with supply hose (flexible hose) to finish installation, remove aerator, fully 
turn on hot and cold water valves and run for 1 minute, and then turn off water and reinstall aerator.

再把起泡器裝回去。

固定螺帽(含墊片)

C. Lock Nut
(with Washers)

2

31 Minimum distance between drilling holes.
把手、出水口最小安裝距離

MAX Install dimension 70mm
最大安裝距離 70mm

For Spout 出水口
Ø25.0~30.0

For Handles 把手
Ø30.0~35.0

For Diverter 切換器
Ø40.0~45.0

For Shower Holder 花灑
Ø25.0~30.0

Nut
固定螺帽

Handle Base
把手固定座

Set Screw
螺絲

Decorative 
Cover
裝飾蓋

不鏽鋼軟管
H. Braided Hose *5

1.  Drill 5 holes on appropriate position as Fig.1 show.
如 Fig.1 所示在適當的位置鑚5個孔。

2.  Connect Thread Tube to Spout and fix Spout with Lock Nut and Washers. Disassemble Bases from 
Valves and Diverter, tightly fix Valves and Diverter on countertop with Bases and Nuts; fix Shower Holder 
on coutertop with Nut. Press Handles onto Valves, fix the Diverter Handle with Set Screw, and then cover 
Decoratve Cover on as Fig. 2 show.

3.  Connect Braided Hoses and Fliexible Hose as Fig. 3 show.
如 Fig.3所示將編織管連接對應的管路即可。
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不鏽鋼軟管
I. Flexible Hose

蛇管
J. Shower Hose

花灑基座
K. Shower Holder

手持花灑
L. Hand Shower 

手持花灑
L. Hand Shower 

蛇管
J. Shower Hose

不鏽鋼軟管
I. Flexible Hose

切換器
F. Diverter

D. Valve
閥體

固定螺帽(含墊片)

C. Lock Nut
(with Washers)

花灑基座

K. Shower
     Holder

E. Handle

                 
把手

A. Spout
出水口

牙管

B. Thread Tube
 

Diverter Base
切換器固定座

INSTALLATION INSTRUCTIONS
Two-Handle Bathtub Faucet W/Diverter & Hand Shower

浴缸龍頭安裝說明

Spline adaptor

Adjust the hole(which located 
on Spline adaptor) face to 
front or rear before fix handle 
on place
安裝前請確認閥體上的孔對

可以鬆掉螺絲調整.  


